
 

 

 
 
 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

MAXCLEAN NON-WOVEN  
WIPES – M3-4R6T 

Description: 
- M3 Wipe is composed of 40% rayon and 60% polyester 
-  Fabricated from a hydro entangled process 
- Applicable to ISO Class 6-8 (formerly class 1,000 to 100,000) cleanroom uses. 
- Ideal for critical environment application 
 
Features: 
- 40% rayon, 60% polyester 
- Cleanroom processed and packaged in double bag 
- Ultra low-lint, fibers seldom come off. 
- Multi-purposes cleaning 
 
Applications: 
- Machine and equipment wiping 

- Tool wiping 

-  Superior cleaning performance of screens. 
 

Physical Characteristics     

Property                   Description / Typical Values 

Basic Weight     40 g/ m2  
Absorbency      
 Sorbtive Capacity    >350 ml/m2  
Contamination     
Liquid Extractable Particles     <16,000 counts/cm2 

Non-volatile Residue         
 DI Water     <1.2 mg/g  
 IPA     <20 mg/g  
Ion Content   
 Chloride     < 60.0 ug/g  
 Sulphate     < 60.0 ug/g  
 Ammonium     < 60.0 ug/g  
 Sodium     < 100.0 ug/g  
 Total anions     < 120.0 ug/g  

Organic Contamination         

No detectable silicone oil, amide or DOP.    
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Maxclean Global Enterprises Co. Ltd. 
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Website: www.maxcleangroup.com 

Standard Packing: 
 
Model No. WIP-M3-4R6T
Size 25cm x 25cm 
Packing 100pcs/bag ; 

30bags/ctn 


